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35 kW SKID MOUNTED GENERATOR SET

HDT’s 35 kW skidded generator incorporates a 3 cylinder turbocharged diesel engine that provides 208 volts of 3 phase power at 60 Hz. The built-
in, two-stage 10 kW load banks shed on demand eliminating wetstacking. The generator can be operated a load share parallel operation with hot 
sealable redundant power.

KEY FEATURES

•	 120/208V, 60-Hz, turbocharged diesel engine - rated at 10,000 feet and 122°F (3048 m and 50°C)

•	 Load share parallel operation 

•	 Hot swappable redundant power 

•	 Built-in two-stage 10 kW load banks, sheds on demand, eliminates wetstacking 

•	 40 gallon (151.4 liter) fuel tank base, auxiliary quick-disconnects to external fuel source 

•	 Weighs under 2500 pounds (1134 kg)

•	 Aluminum base and enclosure 

•	 Under 70 dBA at 25' (3 m) 

•	 NATO connector 

•	 24V control, non-hazmat sealed lead acid batteries approved by MTMC and DOT 

•	 Engine fluids ported to base frame 

•	 Shore power inlet 

•	 Circuit breakers protect system load, instrumentation monitors shore power 

•	 MTBF – 3,500 hours
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Ordering information

Available colors

Olive Drab

    HDT part number 2002477-X1

    NSN N/A

    On GSA Contract X

Tan

    HDT part number 2002477-X2

    NSN N/A

    On GSA Contract X

Engine 3 cylinder turbocharged diesel

Generator output 120/208VAC, 3 Phase, 60Hz

Derates to 35 kW at 10,000 ft. and 122°F 3048 m and 50°C

Fuel

Tank capacity* 40 gallons 151.4 liters

Requirements Diesel DL1, DL2, JP5 and JP8

Physical characteristics

L x W x H 86" x 35" x 58.7" 218.4 x 88.9 x 149.1 cm

System weight 2,500 lbs 1,134 kg

Mobility Fork liftable from all four sides

Operating environment -25°F to 125°F -31.7°C to 51.7°C

Noise Less than 70 dB at 25' Less than 70 dB at 7.62 m

* Fuel tank in base

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.  
Please contact Customer Service at 800.969.8527 for the most up-to-date product information.
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