

The HDT RTOC Flat Panel display system features an easy to set up design with rugged components for mobile operations. Made with lightweight, high strength, airframe grade, aluminum alloy, our RTOC Flat Panel system is durable, compact and lightweight.

Interactive, pen-based electronics can be added to turn RTOC Flat Panels into collaborative systems. These interactive technologies utilize tethered USB pens to communicate between the display and a PC.

Displays are offered in sizes from 55 to 70 inches diagonally. Contact HDT to inquire about larger sizes.

## KEY FEATURES

- System includes an aluminum case, truss and flat panel display.
- Offered in sizes from 55 to 70 inches diagonally.
- Pen-based, interactive add-ons are available.
- Can be configured as a dual display, side-by-side system. which is our lightest and smallest RTOC display.
- Rugged construction withstands the punishment of daily forward operations.
- Setup and strike in minutes.
- Supported input devices include PC / Mac computers, smart phones, broadcast receivers, surveillance feeds, tablets and DVD / Blu-Ray players.

| Ordering information | RTOC 55 | RTOC 65 | RTOC 70 |
| :---: | :---: | :---: | :---: |
| HDT part number | 106-RTOC-55 | 106-RTOC-65 | 106-RTOC-70 |
| HDT part number (Dual Display) | 106-RTOC-5502 | 106-RTOC-6502 | 106-RTOC-7002 |
| Screen Size |  |  |  |
| Diagonal | $\begin{aligned} & 55 " \\ & 139.7 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 65 " \\ & 165.1 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 70 " \\ & 177.8 \mathrm{~cm} \end{aligned}$ |
| WxH | $\begin{aligned} & 3.9^{\prime} \times 2.5^{\prime} \\ & 1.19 \times 0.7 \mathrm{~m} \end{aligned}$ | $\begin{aligned} & 4.6^{\prime} \times 2.9^{\prime} \\ & 1.4 \times 0.8 \mathrm{~m} \end{aligned}$ | $\begin{aligned} & 4.9^{\prime} \times 3.1^{\prime} \\ & 1.5 \times 0.9 \mathrm{~m} \end{aligned}$ |
| Weight | 180 lbs 81.6 kg | $\begin{aligned} & 189 \mathrm{lbs} \\ & 85.7 \mathrm{~kg} \end{aligned}$ | 197 lbs 89.3 kg |
| Dimensions |  |  |  |
| Stowed | $\begin{aligned} & 57.5^{\prime \prime} \times 17.5^{\prime \prime} \times 40.5 " \\ & 146 \times 44.4 \times 102.8 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 67.8 \times 17.5 \times 48 " \\ & 172.2 \times 44.4 \times 121.9 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 67.8 \times 17.5 \times 48 " \\ & 172.2 \times 44.4 \times 121.9 \mathrm{~cm} \end{aligned}$ |
| Deployed | $\begin{aligned} & 57.5^{"} \times 17.5 " \times 78 " \\ & 146 \times 44.4 \times 198.1 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 67.8 " \times 17.5 \text { " } \times 80 " \\ & 172.2 \times 44.4 \times 203.2 \mathrm{~cm} \end{aligned}$ | $\begin{aligned} & 67.8^{\prime \prime} \times 17.5 \text { " x 82" } \\ & 172.2 \times 44.4 \times 208.3 \mathrm{~cm} \end{aligned}$ |
| Projector Resolution | 4K | 4K | 4K |

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.
Please contact Customer Service at 800.969 .8527 for the most up-to-date product information.

## STANDARD COLOR OPTIONS:



Tan (TN) Black (BK) Gray (GY)

## HDT Expeditionary Systems, Inc.

30500 Aurora Road, Suite 100
Solon, OH 44139 USA
P 800.969.8527/216.HDT. 6111
sales@hdtglobal.com

