
hdtglobal.com	 MILITARY      INDUSTRIAL      COMMERCIAL      CONTINGENCY OPERATIONS      HOMELAND SECURITY	 © 2020 HDT Global

The HDT Multi-Temperature Refrigerated Container System (MTRCS) safely transports and stores temperature-sensitive cargo and perishable 
food items in austere locations. The HDT MTRCS system is housed in a standard multi-model 8 x 8 x 20 foot ISO container with state-of-the-
art insulation, with an integral electrical and multi-fuel-capable mechanical refrigeration unit. An interior partition allows the container to be 
divided into separate frozen and chilled compartments. 

The MTRCS system is compatible with the Heavy Expanded Mobile Tactical Truck with Load Handling System, as well as the Palletized 
Loading System vehicle.

KEY FEATURES

•	 A customized Carrier Supra 950MT refrigeration unit with twin interior evaporators

•	 Temperature recorder for monitoring interior temperatures over extended periods

•	 On-board transformer to accommodate multiple power sources

•	 System is loadable via a standard commercial pallet jack

•	 Cargo restraint system

•	 White and black-out lighting

•	 Breather valves for air transportation
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MTRCS03 SPECIFICATIONS
Ordering information

HDT part number 5-13-10000-1

NSN N/A

Container Specifications

Maximum Gross Weight 52,910 lbs
24,000 kg

Tare Weight 12,495 lbs
5,668 kg

Internal Storage Volume 810 cubic feet
23 cubic meters

Nominal Outside Dimensions 8' x 8' x 20'
243 m x 2.43 m x 6.09 m

Fuel Tank Capacity 47 gallons
178 liters

Fuel Consumption Rate of the 
Refrigeration Unit (per hour (max))

1 gal
3.8 L

Refrigeration Unit Specifications

Electrical Characteristics Unit is powered by via built-in 25 kW engine, or via on-shore power

Power Requirements 230 VAC 3-phase 60 Hz
190 VAC 3-phase 50 Hz
460 VAC 3-phase 60 Hz
380 VAC 3-phase 50 Hz
Diesel engine driven power

Cooling Capacity 20,500 BTH/h

Heating Capacity 16,000 BTH/h

Refrigerant R-404A

Weight 1,320 lbs
599 kg

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.  
Please contact Customer Service at 800.969.8527 for the most up-to-date product information.

For repair or maintenance parts for the MTRCS, see HDT's Fully Mission Capable (FMC) replacement 
parts packs and maintenance checklists on the HDT website.


