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HDT’s CBRN Air Hoses are the critical final link between a combat vehicle’s CBRN filtration system and the operator’s mask. Flexible, 
lightweight and crush-resistant, HDT CBRN Air Hoses are highly resilient, resistant to temperature extremes and CBRN-agent resistant per 
MIL-DTL-14506.

Hoses are available in multiple lengths and diameters, and insulated hoses are available for extreme temperature conditions.

HDT CBRN Air Hoses can also supplied as an assembly – with appropriate fittings for filtration systems, vehicle mask kits, hospital hoods, 
micro-cooling systems or other special applications.

KEY FEATURES

•	 CBRN-resistant material

•	 Tested and qualified by the US Government per MIL-DTL-14506

•	 Hoses interface with M2A2, M8A3, M1A1-19, PIM MCS and many other systems

•	 Operational temperature range -60°F to 140°F (-51°C to 60°C)

•	 Designed specifically to interface with US combat vehicle Masks (M51, M42)

CBRN AIR SUPPLY HOSES
Individual Distribution CBRN Protection System Accessories
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CBRN AIR SUPPLY HOSES
Individual Distribution CBRN Protection System Accessories

Hose Length (L) Part Number NSN ID OD (C) OD (D) Fitting A Fitting B Comment

Standard Hoses

6" 15.2cm
5-19-916-6 4720-01-187-9619 0.88" 

2.24 cm
1"

2.54 cm
1.38"

3.50 cm
NA NA

12337671 4720-01-187-9619 NA NA

2' 0.6 m

5-19-916-1 4720-00-829-2760

0.88"
2.24 cm

1"
2.54 cm

1.38"
3.50 cm

NA NA

5-19-876-1 4720-00-060-2732 5-19-1900-2 487-100 M2A2

5-19-1893-20 4720-00-577-7271 5-19-1900-1 NA M1A1-19

12448151-5 4720-01-447-1530 5-19-1900-1 487-100

403-H014973 NA 5-66-232 H015346 AMPV-MT 
AMPV-MEV

3' 0.9 m 2588375-1 4720-01-119-3788 0.88"
2.24 cm

1"4 
2.54 cm

1.38"
3.50 cm

NA NA

4' 1.2 m

5-19-916-4 4720-00-829-2761
0.88"

2.24 cm
1"

2.54 cm
1.38"

3.50 cm

NA NA

5-19-876-4 4720-00-060-2731 5-19-1900-2 487-100 M2A2

5-19-1893-30 4720-00-004-8249 5-19-1900-1 NA M1A1-19

6' 1.8 m

5-19-916-2 4720-00-279-0093

0.88"
2.24 cm

1"
2.54 cm

1.38"
3.50 cm

NA NA

5-19-876-2 4720-00-300-6465 5-19-1900-2 487-100 M2A2

5-19-1893-10 4720-00-004-8248 5-19-1900-1 NA M1A1-19

12448151-4 4720-01-447-1766 5-19-1900-1 487-100

9' 2.7 m

5-19-916-3 4720-00-279-0094

0.88"
2.24 cm

1"
2.54 cm

1.38"
3.50 cm

NA NA

5-19-876-3 4720-00-300-6464 5-19-1900-2 487-100 M2A2

5-19-1893-40 4720-01-506-0544 5-19-1900-1 NA M1A1-19

12448151-1 4720-01-429-3454 5-19-1900-1 487-100

Special Hoses

48" 1.2m

12553478-1 4720-01-327-2870 1.25"
3.18 cm

1.5"
3.81 cm

1.68"
4.27 cm

NA NA

12448151-2 4720-01-431-1332 0.88"
2.24 cm

1"
2.54 cm

1.38"
3.50 cm

5-19-1900-1 NA Insulated

87" 2.2m

12553478-2 4720-01-355-3310 1.25"
3.18 cm

1.5"
3.81 cm

1.68"
4.27 cm

NA NA

12553478-3 4720-01-327-5249 1.5" 1.75" 1.90" NA NA

12448151-3 4720-01-429-1331 0.88" 1.38" 1.96" 5-19-1900-1 NA Insulated

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.  
Please contact Customer Service at 800.969.8527 for the most up-to-date product information.
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