AROVIA SPLAY"

Ultra-portable Expandable
Display System

The SPLAY Portable Expandable Display System is a rugged, reliable, ~ for clear visuals and blue light reduction to decrease visual fatigue,

projector system that deploys anywhere. It is portable, ergonomic, headaches, and sleep disruption. The SPLAY eliminates nearly 100%
and battery powered, making it ideal for mobile environments. of glare, improving reading comprehension, and reducing eye strain.
The SPLAY deploys quickly and features dual display modes for The SPLAY has a four-hour battery life, USB-A device power and
mission-critical operations. It offers diffused light with FHD clarity USB-C charging.

KEY FEATURES

Military-grade durability with field repairability

TAA and Berry compliant

Meets DoD Directive 8100.02

Short throw projector with auto-keystone correction

24.5" or 35" nanomaterial display expands to 80" in projector mode
Bright FHD (600/760 Nits (display), 285 Lumens (projector)

USB-C charging, 4-hour battery, plus USB-A device power
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AROVIA SPLAY"™

Portable Expandable Display System

SPECIFICATIONS

HDT Part Number
Native Resolution
Display Mode Size
Projector Mode Size
Max Brightness
Battery Life
System Weight
Audio

Power

Expanded Size
Storage Size
Pack-out Weight

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.

106-SPLAY-25

FHD, 1920x1080

24 5-inch Diagonal, 16:9

Up to 80-inch Diagonal, 16:9

760 Nits (display), 285 Lumens (projector)

4 hrs (min brightness), 1.5 hrs (max brightness)
2.5 pounds (1.1 kg)

Built-in Stereo Speakers

USB-C charging, USB-A output

24.5" diagonal, chassis depth 7.5", projected depth 8"
17" x13"x 7"

10 Ibs (4.5 kg)

Please contact Customer Service at 800.969.8527 for the most up-to-date product information.

106-SPLAY-35

FHD, 1920x1081

35-inch Diagonal, 16:10

Up to 80-inch Diagonal, 16:10

600 Nits (display), 285 Lumens (projector)

4 hrs (min brightness), 1.5 hrs (max brightness)
3.2 pounds (1.5 kg)

Built-in Stereo Speakers

USB-C charging, USB-A output

35" diagonal, chassis depth 7.5", projected depth 11.8"
17" x13"x 7"

10.7 Ibs (4.9 kg)

Rugged, Berry-compliant storage and transport case.

The SPLAY's compact design allows it to deploy and collapse quickly and easily.

Optional tripod.

Intuitive controls for quick and easy operation.

HDT Expeditionary Systems, Inc.
30500 Aurora Road, Suite 100, Solon, OH 44139 USA

P 800.969.8527 / sales@hdtglobal.com Revision 2 10-25 01-03-01-0568



