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Model SCA1W self-contained cabinet cooler is an indoor/
outdoor unit designed specifically for cooling sensitive electronic 
controls and equipment such as variable frequency drives, 
microprocessors, transformers, and programmable logic 
controllers that are mounted in high ambient temperature, high 
dirt or highly corrosive environments.

This versatile cabinet cooler is ideal for heavy industry such as 
steel and paper mills, foundries, and mines, telecom, energy 
production and storage, oil and gas production, wastewater and 
water treatment, kiosk and ATM stations, process automation, 
digital signage, pharmaceuticals, packaging, security and 
surveillance detection, and food and beverage. 

The units are designed to handle the harsh environments of 
overhead crane cabinets in heavy industry or stationary control 
cabinets in motor control centers.

The unit uses the process of closed-loop cooling which allows it to 
maintain the NEMA integrity of the enclosure. This process takes hot, 
humid air from the enclosure and removes heat and moisture as it 
passes through the air conditioner and is recirculated back into the 
enclosure.

SELF-CONTAINED 
CABINET COOLER

•	Supply air exits the top of the cabinet and return air enters the bottom 
of the cabinet to optimize air flow

•	The units are serviceable from either side through hinged covers that 
are secured by quarter turn fasteners

•	R-513A refrigerant

•	Aluminum cabinet with baked powder coat finish (optional stainless 
steel cabinet)

•	Template for precise cut-out of the cabinet, as well as gasket and 
mounting hardware to insure an airtight seal

•	Operates on all standard AC industrial voltages

•	Aluminum microchannel evaporator coil

•	Insulated cabinet

•	Stainless steel drain pan

•	IP24 rated brushless DC motor ·

•	Axial fan

•	1” pleated filter (provided) that is easily serviced from either side of 
the enclosure

•	Flare fitting refrigerant connections

KEY FEATURES

SCA1W – 1-Ton Air-Cooled Wall-Mounted
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SPECIFICATIONS

HDT Part Number SCA1W

Cooling Capacity (nominal) 15,314 BTU/hr (4.49 kW) @ 95°F 
9,000 BTU/hr (2.64 kW) @ 140°F

Operating Ambient Temperature

Maximum 145°F / 63°C

Minimum 23°F / -5°C

Electrical

Voltage 460-3-60Hz

Minimum Wire Ampacity 8 AMPS, 12 gauge

Maximum Circuit Breaker Size 9 AMPS

Supply Airflow 750 CFM

Pressure Drop 1" wg

Dimensions (L x W x H) 16.5” x 23.2” x 46.2” 
41.8 x 59 x 117.3 cm”

Weight 185 lbs 
83.9 kg

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.  
Please contact Customer Service at 800.969.8527 for the most up-to-date product information.
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SELF-CONTAINED CABINET COOLER
SCA1W – 1-Ton Air-Cooled Wall-Mounted
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