
A force multiplier for the Joint Light Tactical Vehicle (JLTV), the 
Joint Light Tactical Shelter (JLTS) is a state-of-the-art mobile 
shelter solution for the JLTV. Engineered for durability and 
operational efficiency, the JLTS features lightweight, robust 
composite walls and an innovative roof system that expands to 
73 inches (185.4 cm) to create space for up to five personnel to 
comfortably stand and operate.

Installation of the JLTS is fast and user-friendly, requiring no 
specialized tools or modifications to the JLTV chassis, allowing 
for quick setup in the field and significantly reducing logistical 
complexity and minimizing downtime. 

Built with modular adaptability in mind, the JLTS can 
accommodate a variety of mission-specific configurations, from 
(FDC) Fire Direction Control centers, (C2) Command Post and S-6 
server stations. Optional accessories and integrated power allow 
for seamless integration of mission-critical equipment, expanding 
the shelter’s functionality for both tactical and operational needs.

The JLTS provides durable protection in harsh weather 
conditions, including high heat, cold, and heavy rain. Superior 
insulation and structural integrity ensure that mission personnel 
and sensitive equipment are shielded from the elements. 
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JOINT LIGHT 
TACTICAL 
SHELTER (JLTS)

•	Lightweight - under 1,400 lbs.

•	Stowed size is capable of C-130 transport 
while mounted on JLTV

•	No specialty tools or vehicle modification 
required for integration

•	Power flexibility - can be powered by the 
JLTV or 3-phase auxiliary port that receives 
power from other sources

•	Shelter expands to 73" tall with space for  
up to five personnel to stand

•	Mounts one 18,000 BTU ECU

•	Interior walls can be used as a white board

•	Available in two variants for operational 
flexibility

KEY FEATURES

Shelter for the Joint Light 
Tactical Vehicle (JLTV)

When stowed, the JLTS roof is just 66" tall – a profile that supports 
the JLTV’s high maneuverability in tight, demanding environments. 
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JOINT LIGHT TACTICAL SHELTER (JLTS)
Shelter for the Joint Light Tactical Vehicle (JLTV)

NON-EXPORT CONTROLLED INFORMATION

Ordering information FDC/C2* S-6**

Description Seating for five Pax, two adjsutable shelving 
units for mounting radios, drop down shelving for 
computers, four mounting locations for antennas 
and one Queam antenna location.

Seating for two personnel, with drop down work 
space, power runs and tie down points to house 
tactical servers for BDE and BN level S-6 sections

HDT part number

Green 108-H043676-032 108-H049543-032

Tan 108-H043676-031 108-H049543-031

External Dimensions

Stowed 
(L x W x H)

86" x 84” x 66"
218.4 cm x 213.4 cm x 167.6 cm

86" x 84” x 66"
218.4 cm x 213.4 cm x 167.6 cm

Deployed 
(L x W x H)

86" x 84” x 82"
218.4 cm x 213.4 cm x 208.3 cm

86" x 84” x 82"
218.4 cm x 213.4 cm x 208.3 cm

Internal Height

Deployed 73”
185.4 cm

73”
185.4 cm

External Shipping Dimensions 
(with Base Pallet)

66.3” x 95.3” x 130.2”
168.4 x 242.1 x 330.71 cm

66.3” x 95.3” x 130.2”
168.4 x 242.1 x 330.71 cm

Products, product specifications and data are subject to change without notice to improve reliability, function, and/or design.  
Please contact Customer Service at 800.969.8527 for the most up-to-date product information.

A single manual crank means the JLTS can 
be deployed easily, without the need for 
vehicle power.

The innovative expandable roof system creates 
space for up to five personnel to comfortably stand 
and operate.

The JLTS can be configured for a variety of mission-specific operations, 
including Fire Direction Control (FDC) centers, Command Post (C2), and 
S-6 server stations. Optional accessories and integrated power allow for 
seamless integration of mission-critical equipment.

SCAN HERE FOR VIDEO


